
Bio Flo LT 32 Low Temperature Biodegradable Anti-Wear Hydraulic Fluid is formulated from
a blended vegetable/oil base to achieve superior biodegradability while maintaining cold
flow properties.  It includes our proprietary non-toxic, anti-wear, and anti-corrosion
additives, while its high viscosity index provides multi-grade performance with minimal
viscosity change over a broad range of operating temperatures.  Bio Flo LT 32 hydraulic
fluid is suitable for use in ecologically sensitive mobile and industrial applications that are
subject to severe cold temperatures.
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TECHNICAL DATA:

ISO Grade:
Specific Gravity:
Viscosity
    @ 40¡C, cSt:
Viscosity Index:
Pour Point ¡F (ûC)
Flash Point ¡F (¡C):
Copper Corrosion:
Rust Test, A & B:
Biodegradability, %:
Suggested Operating Range

LT 32

32
.913

32
>170

- 43 (-41)
>350 (176)

1A
Pass
>60

-10F to 110F

ASTM D445

ASTM D2270
ASTM D97
ASTM D92

ASTM D4048
ASTM D665

CEC-L-33-A-94

Bio Flo

5 Gallon Pails, 55 Gallon Steel or Plastic Drums, 275 Gallon Totes, and Bulk.

AVAILABLE PACKAGING:

 Biodegradable
 Superior antiwear and extreme pressure protection.
 Advanced rust and corrosion protection.
 High viscosity index/temperature stability.
 Ultra-low sustainable operating temperature.

FEATURES:

DESCRIPTION:
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